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VALVES

The StrataVarius Adjustment System is a battery-powered, handheld instrument that senses the location and
orientation of the magnet contained in any Strata-type adjustable valve. The StrataVarius works in conjunction
with the StrataVarius Adjustment Tool to change the magnet orientation, and thus the Performance Level (PL)

setting of the valve.

StrataVarius™ Adjustment System

Included with Product:

* StrataVarius Systemn

*  Adjustment Tool

= Strata !l Smart Card

*  Strata NSC Smart Card
= Batteries

= Storage/Carrying Case
= X-Ray Templates

®* |nstruction Manual

Product

45806
45807

Description

StrataVarius Adjustment System
Strata (ll) Smart Card (Replacement)

45808 Strata NSC Smart Card (Replacement)

45809

StrataVarius Magnet (Replacement)

Performance level adjustment can also be accomplished with the aid of three hand tools: the locator tool, the
adjustment tool, and the indicator tool. The locatortoolis used to correctly align and center the tools over

the valve, ensuring an accurate adjustment procedure. The magnetic adjustment tool is used to adjust the
performance level of the valve, while the indicator tocl may be used to verify the valve's performance level setting.
Performance Level settings of animplanted Strata |l valve may also be confirmed by X-Ray.

Strata Valve Adjustment Tools

Product
45805
Indicator Tool Locator Tool Adjustment Tool
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VALVES

StrataMR™ Adjustment Tools are used to non-invasively adjust and verify the performance level setting of
StrataMR valves pre-op and post-op.

Not compatible with Strata™ Il or Strata™ NSC valves.

StrataMR Valve Adjustment Tools

Product
45905

Indicator Tool Locator Tool Adjustment Tool

AdVYIHL SNTVHdIOOUAAH
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VALVES

The Strata Il valve was created to allow for preoperative and noninvasive postoperative pressure level
adjustments. This adjustment ability is intended to reduce both the potential trauma and cost a patient might
endure as a result of valve revisions relating to pressure changes. Neither the finished product, nor materials used

during manufacture of product, contain latex.

The exterior surface of the Strata |l valve with BioGlide is surface maodified with a covalently bonded hydrogel. (The
exterior of the Delta Chamber mechanism is not surface modified so as not to interfere with valve function). The

BioGlide surface has hydrophilic properties for enhanced lubricity.
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Strata ll Valve, Regular

Product

42866
92866

Strata ll Valve, Smal

Product

42856
92856

Strata Burr Hole Valve

Product

42836

Description

with BioGlide

with BioGlide

=50 cm H,O HP
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VALVES

The Strata” NSC valve was created to allow for preoperative and noninvasive postoperative pressure leve
adjustments. This adjustment ability is intended to reduce both the potential trauma and cost a patient might
endure as aresult of valve revisions relating to pressure changes. Neither the finished product, nor materials used
during manufacture of product, contain latex.

The exterior surface of the Strata NSC valve with BioGlide™ is surface modified with a covalently bonded hydrogel.

The exterior surface has hydrophilic properties for enhanced lubricity. E
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Strata NSC Valve, Regular

Product Description
42365
92365 with BioGlide

Strata NSC Valve, Smal

Product Description
42355
92355 with BioGlide

Strata NSC Burr Hole Valve

Product Description

42335

Dimensions included in this catalog are for reference only.




VALVES

The Strata” NSC LP valve is sized for subcutaneous placement in a lumboperitoneal (LP) shunt. It features an
integral lumbar connector and strain relief for easy. non-kinking attachment of the proximal lumbar catheter. The
larger valve flange allows the user to suture the valve up to the dermal layer. Neither the finished product, nor
materials used during manufacture of product, contain latex.
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44465
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VALVES

The Delta™ valve is designed to minimize overdrainage of CSF and maintain intraventricular pressure (IVP) within a
normal physiologic range, regardless of patient paosition. The normally closed Delta chamber mechanism opens

in response to positive intraventricular pressure. Working with the membrane valve, this mechanism minimizes
overdrainage by utilizing the principle of hydrodynamic leverage.

All Delta valves incorporate an injectable reservoir dome, occluders for selective flushing, and a non-metallic

design. The valves are fabricated of dissimilar materials — polypropylene and silicone elastomer — reducing valve E
sticking and deformation. The non-metallic design of the valves ensures non-interference with MRl or CT scans. E
Neither the finished product, nor materials used during manufacture of product. contain latex. Delta valves are g
available in multiple configurations meeting the needs of all patient groups. m
>
The exterior of Delta valves with BioGlide™ is surface modified with a covalently bonded hydrogel (the exterior of =
the Delta chamber mechanism is not surface modified, so as not to interfere with the valve function). The BioGlide ﬂ
surface has hydrophilic properties for enhanced lubricity. 55
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1M mm

Product

24053

Dimensions included in this catalog are for reference only.
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VALVES

Delta Valve, Regular - 49 mm -
Product Performance Level Description

24048 0.5

42822 1.0

42823 1.5

42824 2.0

92822 1.0 with BioGlide

02823 1.5 with BioGlide

92824 2.0 with BioGlide

Delta Valve, Small

Product Performance Level Description - 36 mm ¥

24147 0.5

42812 1.0

42813 1.5

42814 2.0

92812 1.0 with BioGlide 13mm
02813 15 with BioGlide

92814 2.0 with BioGlide
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Delta Valve, Neonatal

Product Performance Level
27219-1 1.0
27219-5 1.5
27219-2 2.0

Delta Valve, Burr Hole

Product Performance Level
42830 0.5
42832 1.0
42833 1.5
42840 0.5
42842 1.0
42843 1.5

Description

Size

12 mm
12 mm
12 mm
16 mm
16 mm
16 mm

20 mm

” e |
llllimlh omm <o — Eﬁ{“’“
!

B mm

4 mm

T

12 mm or
16 mm

B o e

VALVES

l

Dimensions included in this catalog are for reference only.
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VALVES

CSF-Flow Control valves (Contoured valves) are fabricated of dissimilar materials — polypropylene and silicone
elastomer — reducing valve sticking and deformation. The internal flow path, combined with the membrane valve
design, contribute to optimum valve performance. Each valve is individually tested to ensure conformance with
individual flow characteristics.

All valve designs include integral connectors to facilitate catheter connection. The contoured, burr hole, and ultra
small models include central reservoirs with needle guards for percutaneous CSF access. One or two flushing
occluders are incarporated in the contoured and ultra small models for selective flushing. The non-metallic design
of the valves ensures non-interference with MRl or CT scans. Neither the finished product, nor materials used
during manufacture of product, contain latex.

CSF-Flow Cantrol valves are available in multiple configurations meeting the needs of all patient groups. The
exterior surface of the Contoured valve with BioGlide™ is surface modified with a covalently bonded hydrogel. The
BioGlide surface has hydrophilic properties for enhanced lubricity.
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Product Dot Codes
Low-Low Pressure ® Low Pressure ® ® Medium Pressure ® ® ® High Pressure

CSF-Flow Control Valve,
Contoured Regular

Product Pressure Description
23093 Low-Low

42322 Low

42324 Medium

42326 High

02322 Low with BioGlide
92324 Medium with BioGlide
92326 High with BioGlide
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VALVES

CSF-Flow Control Valve, amm o
Contoured Small

Product Pressure Description

27102 Low-Low

42312 Low

42314 Medium + -

42316 High >>mm é

92312 Low with BioGlide f =

92314 Medium with BioGlide g

92316 High with BioGlide %
= 3
>
F
i
v
=
= 5
m
- =

CSF-Flow Control Valve, Ultra Smal T‘ 20 mm >
-{

Product Pressure b‘

42410 Low-Low

42412 Low

42414 Medium

CSF-Flow Control Valve, Buttan

Included with product:

* Straight Connector (not shown)

Product Pressure
24003 LL Low-Low
24003 L Low
24003 M Medium

CSF-Flow Control Valve, Burr Hole

Product Pressure Size
42532 Low 12 mm
42534 Medium 12 mm
42536 High 12 mm
42542 Low 16 mm
42544 Medium 16 mm
42546 High 16 mm

Dimensions included in this catalog are for reference only.
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CATHETERS

Ares” Ventricular catheters have been shown in laboratory studies to reduce the colonization of gram-positive
bacteria on the tubing surface.

Rivulet™ Ventricular catheters are designed with graduated inlet holes. allowing the inflowing fluid to be evenly
distributed across all holes of the catheter. Compare this to a standard catheter where the vast majority of the
fluid enters through the haoles closest to the valve, while nearly none enters through the holes closest to the tip.
Inlet holes are positioned within 1 cm of the tip enabling intraventricular placement further away from the choroid
pDlexus.

Ventricular catheters with BioGlide™ are treated with a unigue, patented process which covalently bonds
hydrogel to the interior and exterior silicone surfaces of the catheter. The BioGlide surface has hydrophilic
properties for enhanced lubricity.

Innervision Ventricular catheters are designed to be used with a NeuroPEN™ endoscope. The NeuroPEN
endoscope is used when a physician wishes to place a catheter's tip at a specific intraventricular location or to
view intraventricular anatomy. The Innervision ventricular catheter has a slit tip to accommodate passage of the
endoscope.

Slotted Ventricular catheters feature enlarged rectangular flow holes. These flow holes are recessed in axial
channels.

Opus Ventricular catheters feature the Opus stylet. The Opus stylet is hollow, allowing the physician immediate
visualization of CSF prior to stylet withdrawal. The Opus stylet has a luer lock connector. Passage of CSF may be
stopped by covering the luer lock with a finger.

Ventricular catheters are available in a wide variety of models. The standard catheters may be ordered in
radiopaque (barium impregnated) silicone elastomer tubing, or in translucent, lower durometer (softer) silicone
elastomer tubing. The small catheter has the same material characteristics as the standard radiopague catheter;
its smaller diameter is recommended for infants. The snap shunt ventricular catheter is of standard-sized silicone
elastomer tubing, and is designed to connect to the CSF-snap shunt assembly.

The non-metallic design of ventricular catheters ensures non-interference with MRl or CT scans.

Neither the finished product, nor materials used during manufacture of product, contain latex.

Ares Antibiotic-Impregnated s G
_ L 25 mm
Ventricular Catheter Length: 23 cm
Standard, Numeric Length Markers, o EE S S SR e mmm ew | B EmE EES W 1LWO
Barium Impregnated, 23 cm i |
\— Right angle clip
Included with product:

= Right Angle Clip
= Stainless Steel Stylet
Product

91101
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CATHETERS

Ares Antibiotic-lImpregnated
Catheter Kit

Included with product:

= AresVentricular Catheter

= Ares Peritoneal Catheter

= Right Angled Clip

= Stainless Steel Stylet (Now Shown)

Product
95001

Ventricular Catheter

Standard, Translucent with Barium
Impregnated Stripe, 23 cm

Included with product:

* Right Angle Clip

= Stainless Steel Stylet (not shown)

Product
24154

Ventricular Catheter

Standard or Small
Barium Impregnated, 23 cm

Included with product:

* Right Angle Clip

= Stainless Steel Stylet (not shown)

Product

41101
41207

Ventricular Catheter

Standard, Extra Length Markers
Barium Impregnated, 23 cm

Included with product:

* Right Angle Clip

= Stainless Steel Stylet (not shown)

Product
9025

13 numeric length markers, 1 cm spacing .D.: 1.3 mm
from proximal tip, 3cmto 15 cm OD.:2.5mm
Length: 23cm

fT:::TE_T 1 5 ¢ 7 ' 5 T T 12 13 1415 YWMEDTRONIC ARES
\— Right angle clip

.D.:1.3 mm

OD.:25mm
Length: 120 cm

{_MEDTRONIC ARES L 0 £

w)

~

o

)

m

ﬁ

.-

2>

F

=

W

3 numeric length markers 1.D.: 1.3 mm =

; E"i';zgch at5,10and 15 cm fram 0O.D.: 2.5 mm %

/_ proximal end Length: 23 cm -

pr— Y - ! }

T ) jmmﬁ - ﬁ

‘ =<
- !

l6em

Right angle clip

Standard:
LD 1.3 mm

4 rows of 3 length markers, 5 cm O.D.: 2.5 mm

f & holes each f spacing from proximal end Length: 23 cm
tc g C o or

}-d—b-l | Small:

1.6 cm L.D. 1.2 mm
O.D.: 21 mm
Length: 23 cm

Right angle clip

Length markers, 1.D.: 1.3 mm

4 rows of 8 1cm intervals O.D.:2.5mm

/  holeseach from proximal end Length: 23 em
'EDOOODOOOEE TE TR . IE X TE TR T 55 T

}—4— 1.6 cm —-—‘

A4 3 numeric length markers at
Right angle clip

5,10 and 15 cm spacing
from proximal end

Dimensions included in this catalog are for reference only.
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CATHETERS

Rivulet Ventrical Catheter

Standard, graduated inlet holes, Barium
Impregnated, 15cm

Included with product:

= Right Angle Clip

= Stainless Steel Stylet (not shown)

Product

41701

Ventricular Catheter

Standard, Large Flow Holes, Extra
Length Markers, Barium Impregnated,
20cm

Included with product:

= Right Angle Clip

= Stainless Steel Stylet (not shown)

Product

27771

Ventricular Catheter

Standard, Pliant, Barium Impregnated,
15cm

Included with product:

4 rows of 6 holes each I.D.: 1.5 mm
:" OD.: 2.5 mm
Length: 15 cm
|<'ID—>‘ 10 numeric length i
AR markers, 1 cm spacing
from 5cmto 14 cm iy e
from proximal end Right angle clip
Length markers at 5,6, 7,10 1ID:1.3mm
4 rows of 4 : :
nloe eadh and 15 cm spacing from 0.D.: 2.5 mm
proximal end Length: 20 cm

mﬂ-_-_

Right angle clip

ID:1.3 mm

4 rows of 8 holes each O.D.: 2.5 mm
Length: 15 cm

S SEE S

‘ 1.6 cm \ \ 2 length markers, 5 cm

spacing from proximal end

* (Catheter Connector, Right Angle 13em
* Stainless Steel Stylet (not shown) ‘
‘_ -
Product 13em 1.D.: 1.0 mm
= OD.:19mm
41103 -1V
18 CSF Management, Critical Care, Cranial Repair and Neuroendoscopy Products Catalog



Ventricular Catheter
Standard, Translucent, 23 cm
Included with product:

* Right Angle Clip

* Stainless Steel Stylet (not shown)

Product

41115

Ventricular Catheter with BicGlide

Standard, Translucent with
Barium Impregnated Stripe, 23 cm

Included with product:

= Right Angle Clip
= Stainless Steel Stylet (not shown)
* Female Luer Adapter

Product

91503

Ventricular Catheter

Small, 8 mm Flow Holes,
Barium Impregnated, 23 cm

Included with product:

= Right Angle Clip

= Stainless Steel Stylet (not shown)

Product

27251

CATHETERS

1D:13
4 rows of 8 holes each 3 length markers, 5 cm OD:325 ::
/_ f spacing from proximal end Ler{ gt.h: ';_,3 sl
g === —F— ~% l!
1.6 cm k
Right angle clip
lD.: 1.3 mm
4 rows of QO.D.: 2.5 mm
& holes each
/_ Length: 23 cm

-------- ISALIEE -~ S S R S R T I TR S Elr

11 length markers, 1cm
1.6cm spacing from 4 cm to
14 ¢m from proximal end

Right angle clip

...;H

Female luer adapter

4 rows ﬂf‘h ID: 12 F1m
4 holes each OD.:21mm
Length: 23 cm
| T TR TN
H \; 3 length markers, 5 cm

& mm : :
5 spacing from proximal end
Right angle clip

Dimensions included in this catalog are for reference only.
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CATHETERS

Innervision Ventricular Catheter E
==l
Standard, Translucent with - 1.D.: 1.3 mm
Barium Impregnated Stripe, 15 cm 4 rows of Female luer adapter ~ O.D.:2.5mm
Slit tip 8 holes each Length: 15 cm
Included with product: T ETTITTI mmmmmmmﬁw?- -mmr;i:lfr
*  Right Angle Cli | ' . \ 11 length markers, 1em
g J P 16 cm spacing from 4 cm to
= Stainless Steel Stylet (not shown) 14 cm from proximal end
= Female Luer Adapter (BioGlide Right angle clip
- 1L.D.: 1.3 mm
versiononly)
Y St 0.D.: 2.5 mm
Slit tip 8 holes each Length: 15 cm
Product Description XTI TE TE T TR _lrlﬂn I TE SO
99102 with BioGlide I"' T "" \
27240 without BioGlide, Barium Impregnated Right angle clip
2 numeric length markers
at 5 and 10 cm spacing
from proximal end
Innervision Ventricular Catheter /_ 4 rows of 4 holes each ﬂl.g.: 21: mm
LA L8 MM
Large Diameter, Larger Flow Holes, T Length: 15 cm
: W L o5 B, *10 ]
Barium Impregnated, 15 cm
‘ - 24 em > \ \ 2 numeric length markers
Included with product: _/4 f 5and 10 o spece
Right angle clip rom proximal end
* Right Angle Clip
= Stainless Steel Stylet (not shown)
Product
27165
Ventricular Catheter e R Length markers at 5,6, 7,10 1.D.:1.5 mm
Eealbienesihy and 15 ¢cm spacing from 0.0.: 2.8 mm
Large Diameter, Larger Flow Holes, proximal end Length: 23 cm

i , 0 ° L]
Barium Impregnated, 23 cm _--—r IE TR TE TE TN
}‘7 2.4 cm 4>|

Included with product: »
Right angle clip

* Right Angle Clip

= Stainless Steel Stylet (not shown)

Product
20046
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Slotted Ventricular Catheter
Large Diameter, Barium Impregnated, 15 cm
Included with product:

* Right Angle Clip

* Stainless Steel Stylet (not shown)

Product Description
27211
27600 Innervision tip

Opus Ventricular Catheter
Standard or Small, Barium Impregnated, 23 cm
Included with product:

* Right Angle Clip
* QOpus Stylet

Product

41501
41503

4 axial channels with

;:‘ 5 holes in each
————— S T

‘-l— 19¢cm —l-|

[ 4 rows of 8 holes each
(IDOOODOOOEN

1.6cm

7.6 mm

=

LD.:.7 mm

0.D.: 1.0 mm
Length: 25.4 cm

CATHETERS

1.D.: 1.5 mm
O.D.: 2.8 mm
Length: 15 em

\— 2 length markers,

5 cm spacing from
proximal end

kRight angle clip

Standard:
3 length markers, L.D.: 1.3 mm
5 cm spacing from 0.D.:2.5 mm

proximal end Length: 23 cm

—————h e ey e

\— Right angle clip

Small:

1.D. 1.2 mm
0.D.: 2.1 mm
Length: 23 cm

——={=qnl

Dimensions included in this catalog are for reference only.
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CATHETERS

Ventricular Catheter

Standard, Right Angle, Barium Impregnated

Included with product:

= Stainless Steel Stylet (not shown)

Product Intracranial Length
5005 F 4.0cm
5005E 5.0cm
5005 G 6.0cm
5005 A 7.0cm
5005 | 8.0cm
5005 B 9.0cm
5005 H 10.0cm
5005 C 11.0cm

—

See Intracranial

Length Chart 4 rows of
/_ 8 holes each

LD 1.3 mm
OD.:25mm

1.6 cm

-

CSF-Snap Shunt Ventricular Catheter

Standard, Barium Impregnated |5 mm‘
[}

Included with product:

= Unitized Snap Assembly Reservoir Base, Burr Hole, € mm, Shallow
Depth

4 rows of

See Catheter I E holes each

= Stainless Steel Stylet (not shown)

Product Catheter Length Length Chart I
41404 4.0cm lD.: 1.3 mm T
41405 5.0cm OD.:25mm

41406 6.0cm v l
22082H 6.5cm

41407 7.0cm

41408 8.0cm

414089 9.0cm

22082F 10.0cm

22082G 11.0cm
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CATHETERS

Innervision Snap Shunt Rl

Ventricular Catheter _—
A
Standard, Barium Impregnated
Included with product:
= Unitized Snap Assembly Reservoir Base, T
Burr Hole, 6 mm, Shallow Depth =<
»)
= Stainless Steel Stylet (not shown) E:ﬁg’iﬁt,?ﬁg‘i; )
4 rows of O
Product Catheter Length /- 8 holes each 2
ﬁ
27065A A Oco 1.D.: 1.3 mm f = =
! OD.:25mm >
270658 5.0cm 1.6 cm E
27065C 6.0cm l &
27065D 7.0cm Y E
27065E 8.0cm \— slit tip A
27065F 9.0cm >
27065G 10.0cm <
27065H 11.0cm

CSF-Snap Shunt Ventricular

Catheter Kit \T‘

Standard, Barium Impregnated, 15 cm 6 mm

Included with product: 2 length markers, 1.D: 1.3 mm

4 rows of 8 holes each 5 cm spacing from 0.0: 2.5 mm
i imal end ;
* Snap Assembly Reservoir Base, Burr Hole, RUPRITIRL S0 Length: 15 cm
' O § O

6 mm, Shallow Depth

* Stainless Steel Stylet (not shown) 16 cm

Product
24094

Dimensions included in this catalog are for reference only.
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CATHETERS

Innervision Snap Shunt

Ventricular Catheter Kit 4,|T|4_

Included with product: 6 mm
* |nnervision Ventricular Catheter, Standard, 1.D.: 1.3 mm
: _ 5 4 rows of 8 holes each OD: 2.5 mm
Barium Impregnated, 15 cm f Linath Tooem
* 5Snap Assembly Reservoir Base, Burr Hole, Slit Tip TEE TE

6 mm, Shallow DE‘{Jth Jﬂ—b—l x 2 numeric length markers at
5

1.6 cm .
= Stainless Steel Stylet (not shown) and 10 cm from proximal end

Product

27298

CSF-Snap Assembly T
Ventriculostomy Reservoir Base 4>| - |<7
Included with product: 6 mm

= Snap Assembly Ventriculostomy Reservoir
Base, 6 mm. Shallow Depth

Product
27106
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CATHETERS

Ares™ Peritoneal catheters have been shown in laboratory studies to reduce the colonization of gram-positive
bacteria on the tubing surface.

Small Lumen Peritoneal catheters feature a small inner diameter that limits fluid flow six times more than a
standard peritoneal catheter, when measured at a constant flow rate of 20 mi/hr. Using the Small Lumen peritoneal

catheter with an adjustable valve allows the pressure/flow characteristics of the shunt to be customized for each
patient's needs.

Peritoneal catheters with BioGlide™ are treated with a unique, patented process which covalently bonds
hydrogel to the interior and exterior silicone surfaces of the catheters. The BioGlide surface has hydrophilic
properties for enhanced lubricity.

Peritoneal and Cardiac/Peritoneal catheters are available in a wide variety of madels, differentiated by diameter,

material type, and tip design. Catheter slits are coated with graphite to prevent silicone edges from cchering during
storage. Neither the finished product, nor materials used during manufacture of product, contain latex.

AdVYIHL SNTVHdIOOUAAH

Closing Pressure Cardiac/Peritoneal catheter are available in low, medium, or high, and fabricated with the
same materials and specifications as the cardiac/peritoneal catheters. The slit openings near the distal tip of the
catheter are available in three closing pressure ranges. They are not designed as pressure/flow control valves. They

are designed to provide a defined closing pressure range only. The closing pressure range is identified by a dot
code at the distal end of the catheter as shown below.

Dot Code Closing Pressure Closing Pressure Range (cm H20)
. Low 0.5-54
e Medium 55-94
ese High 9.5-14.4
Ares Antibictic-Impregnated A
Peritoneal Catheter Length: 120cm
Standard, Barium Impregnated, 120 cm {__MEDTRONIC ARES [l (]
Product
93092
Ares Antibictic-Impregnated
. 13 numeric length markers, 1 cm spacing I.D.:1.3mm
CE]thEtEF Kit from proximal tip, 3 cmto 15 cm OD.:25mm

) Length: 23cm
Included with product:

{T-‘-‘-‘-T-'_IIJ i 5 ¢ 7 ' ] [T T 2 F 4 15 Y MEDTRONIC ARES
= ‘entricular Catheter » _ _

. 1.D:1.3mm

= Peritoneal Catheter B i

* Right Angle Clip Length: 120 cm
MEDTRONIC ARES i ]

* Stainless Steel Stylet (Not Shown)

Product

95001

Dimensions included in this catalog are for reference only.
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CATHETERS

Peritoneal Catheter

Standard, Open End with Wall Slits,
Barium Impregnated, 120 cm

Product

23047

Peritoneal Catheter

Standard Open End with Wall Slits
Barium Impregnated, 90 cm

Product

43522

Peritoneal Catheter

Standard Open End with Wall Slits, Pliant,
Barium Impregnated, 90 cm

Product

43551

Peritoneal Catheter

Standard, Open End with Wall Slits,

Translucent with Barium Impregnated Stripe,

90 cm

Product

25024

Peritoneal Catheter Small Lumen

Radiopaque core with Translucent Wall, 120
cm

Included with product:
= Fixation Tab. Large (not shown)

Product
43555

2 slit openings

1.D: 1.3 mm
located at 1807
in catheter wall OD.: 25 mm
Length: 120 cm
. — — s oxo Sy EFosk,F |

N & slit openings
located at 90°

in catheter wall

A 3 length markers at 10, 20 and 30 cm

spacing from distal end

& slit openings located 1.D.: 1.3 mm

at 90° in catheter wall L;;hZ;DT:
; 4 ,o'. o' |

3 length markers, 10 cm
spacing from distal end

2 slit openings located
at 180° in catheter wall

1.D: 1.3 mm
O.D.: 2.5 mm
Length: 90 cm

12 slit openings located
at 90° in catheter wall

3 length markers, 10 cm
spacing from distal end

LD: 1.3mm
O.D.: 25 mm
Length: 90 cm

2 slit openings located
at 180° in catheter wall

\ \ 8 slit openings
located at 90°

in catheter wall

S mf et ow mtw mtg

3 length markers, 10 cm
spacing from distal end

1.D.: 0.7 mm
O.D.:2.5mm
Length: 120 cm
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Peritoneal Catheter

Standard, Open End, Barium Impregnated,
96 cm

Product
22014

Peritoneal Catheter with BioGlide

Standard, Translucent with Barium
Impregnated Stripe, Open End with Wall
Slits, 90 cm

Included with product:
= Female Luer Adapter

Product

93522

Peritoneal Catheter

Standard, Open End, Barium Impregnated,
120 cm

Product

23092

Peritoneal Catheter

Small, Open End, Barium Impregnated,
90 cm

Product

22013

CATHETERS

1.D.: 1.3 mm
O.D.:2.5mm
Length: 96 cm

1.D: 1.3 mm
0.0D.:2.5 mm
Length: 90 cm

8 slit openings located
/ at 90 in catheter wall

i i'. p— | I="i m“i -m’ 3 m‘ -

\ 3 numeric length markers at 10,
20 and 30 cm from distal end

2 slit openings located
at 180" in catheter wall

Female luer adapter

1L.D.: 1.3 mm
0.D.: 2.5 mm
Length: 120 cm

3 length markers, 10 cm
spacing from distal end

1D.: 1.2 mm
O.D.:21mm
Length: 90 cm

Dimensions included in this catalog are for reference only.
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CATHETERS

Peritoneal Catheter

Small, Open End, with Wall Slits,
Barium Impregnated, 90 cm

Product
21004

Cardiac/Peritoneal Catheter
Small, Barium Impregnated, 90 cm

Product
43209

Cardiac/Peritoneal Catheter

Closing Pressure, Standard, Barium
Impregnated, 90 cm

Product Closing Pressure Dot Code

9007 L Low .
9007 M Medium oe
9007 H High see

Cardiac Catheter

Reduced Tip, Small, Barium Impregnated,

58cm

Product

43418

Cardiac/Peritoneal Catheter

Standard, Barium Impregnated, 90 cm

1.D.: 1.2 mm
OD.: 21 mm
Length: 90 cm

N & slit openings
located at 90°

in catheter wall

3 length markers, 10 cm
spacing from distal end

1.D.: 1.2 mm
4 slit openings located 0.D.: 2.1 mm
'/_ at 90° in catheter wall Length: 90 cm

SN N AN S ——

\— 3 length markers, 10 cm

spacing from distal end

LD 1.3 mm

Pressure code dots O.D.:2.5mm
/ Length: 80 cm

\_ 4 slit openings located 3 length markers, 10 cm

at 90” in catheter wall spacing from distal end

3 length markers, Distal Segment
1.D.:1.2 mm

10 cm spacing from
10 cm distal end OD.:21mm
Length: 58 cm
S

C——
v 4 slit openings located

at 90° in catheter wall

Reduced Tip
I.D: 0.7 mm
OD.:15mm

I.D.: 1.3 mm
0O.D.: 2.5 mm
Length: 90 cm

Product ”\ 4 slit i
openings located
at 90° in catheter wall 2length mgrkers,
43103 10 cm spacing from
distal end
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Cardiac/Peritoneal Catheter
Standard, Translucent, 90 cm

Product

45111

Cardiac/Peritoneal Catheter

Standard, Translucent with Barium
Impregnated Stripe, 90 cm

Product
25104

Cardiac/Peritoneal Catheter
Standard, Barium Impregnated, 110 cm

Product

24148

Cardiac/Peritoneal Catheter
Standard, Barium Impregnated, 120 cm

Product

24010

CATHETERS

LD: 1.3 mm
OD.:25mm
Length: 90 cm

. 1
i

4 slit openings located \_ 3 length markers,

at 90° in catheter wall :
10 cm spacing from

distal end

1.D.: 1.3 mm
O.D.: 2.5 mm
Length: 90 cm

4 slit openings located H 3 ength marlers,

at 90° in catheter wall “.} CHSPAcig rom
distal end

|.D.: 1.3 mm
O.D.: 2.5 mm
Length: 110 cm

4 slit openings located
at 907 in catheter wall

1.D.: 1.3 mm
O.D.: 2.5 mm
Length: 120 cm

, _ 3 length markers,
4 slit openings located 10 cm spacing from

e
at 907 in catheter wall distal end

Dimensions included in this catalog are for reference only.
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Strata” Shunt combines either the Strata |l valve or Strata NSC valve with integral catheters. The Strata shunt
assembly includes an integral distal catheter. The Strata unitized shunt includes an integral ventricular catheter and
integral distal catheter. Neither the finished product, nor materials used during manufacture of product, contain
latex. The Strata shunts can be adjusted to five different performance level settings pre- and post-operatively.

The Strata snap shunt assemblies include integral snap assembly ventriculostomy reservoir domes. When used
with a snap assembly reservoir base, a complete shunt can be assembled without the need for ligatures.

The exterior surface of the Strata shunt with BioGlide™ is surface modified with a covalently bonded hydrogel.

(The exterior of the Delta™ Chamber mechanism is not surface maodified so as not to interfere with valve function).
The BioGlide surface has hydrophilic properties for enhanced lubricity.

167

5
155 f ance Level 2.
160 |- Level 25 L HL/—M
140 [ 135 140 - erformance Level 20
- 2.0 125 0ecmH;OHP % IIL%/
~ 120 |- performance Level 2 _. 120 -
o 105_/_- o evel15 05 -50ecmH,OHP
=E 100 | 90 % 100 - . /_W
s 115 B
% 60 : | 1 55 5 60 P.Erfnrmil'l-'f-ﬂ Level *
E i omencs = ﬁ - %0 e Level 0.3 20
e 40 |- 35 2= o 40 |- 3W
N = Level 05 25 I
0ol 15 Performance 20 |-
T | I i i | | | I i [ 5 1 1 ] ] | | | 1 |
5 20 30 40 50 5 20 30 40 50
FLOW RATE (mL /hr) FLOW RATE (mL/hr)
Strata Il Shunt Assembly, Small ‘ . g i . ‘
Included with product:

= Strata |l Valve, Small. with:

* |ntegral Peritoneal Catheter, 8 slit openings

Standard, Open End with Wall Slits, 1 "3“:?:19': at 9‘3;
N catheter wa
Barium Impregnated =R == TR R
: Peritoneal Segment
* Disposable Subcutaneous Catheter LD: 13 mm 2 slit openings
Passer 60 cm (not shown) 0.D.: 2.5 mm !ﬂtated at 180°
Length: 120 cm or 90 cm in catheter wall
Product Distal Catheter Length
46856 120cm
27814 S0cm
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Strata ll Shunt Assembly, Regular
Included with product:

= Strata |l Valve, Reqular, with:

* |ntegral Peritoneal Catheter, Standard,
Open End with Wall Slits, Barium
mpregnated

» Disposable Subcutaneous Catheter
Passer,
60 cm (not shown)

Product Distal Catheter Length
46866 120cm
27815 S0 cm

Strata Burr Hole Shunt Assembly
Included with product:

®  Strata Burr Hole Shunt :

* |ntegral Peritoneal Catheter, Standard,
Open End with Wall Slits. Barium
mpregnated

Product Distal Catheter Length

46837 120cm

Strata NSC Shunt Assembly, Smal

Included with product:

= Strata NSC Valve, Small, with:

* |ntegral Peritoneal Catheter, Standard,
Open End with Wall Slits, Barium
mpregnated

» Disposable Peritoneal Catheter Passer,

60 cm (not shown)

Product Distal Catheter Length

46655 120cm

Strata NSC Shunt Assembly, Regular

Included with product:

= Strata NSC Valve, Reqgular, with:

* |ntegral Peritoneal Catheter, Standard,
Open End with Wall Slits, Barium
mpregnated

* Disposable Peritoneal Catheter Passer,

60 cm (not shown)

Product Distal Catheter Length

46665 120cm

SHUNTS

8 slit openings
located at 90°

in catheter wall i R —
Peritoneal Segment
I.D.: 1.3 mm 2 slit openings
O.D.: 2.5 mm located at 180°
Length: 120 cm or 90 cm in catheter wall

8 slit openings located
at 90° in catheter wall

tL b O "
Peritoneal Segment
2 sli

.D.: 1.3 mm it openings
O.D.:2.5mm located at 180°
Length: 120 em in catheter wall

& slit openings
in catheter wall

Peritoneal Segment

1.0 1.3 mm 2 slit openings
OD.: 25 mm in catheter wall

Length: 120 cm

32 mm —--‘

8 slit openings
in catheter wall

Peritoneal Segment
1.D.: 1.3 mm 2 slit openings
0O.D.: 2.5 mm in catheter wall

Length: 120 cm

Dimensions included in this catalog are for reference only.
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SHUNTS

Strata NSC Burr Hole Shunt Assembly

Included with product:

=  Strata NSC Burr Hole Shunt Assembly:

* |ntegral Peritoneal Catheter, Standard,
Open End with Wall Slits, Barium
mpregnated

Product

46636

Strata NSC Shunt Assembly, with BioGlide

Included with product:

= Strata NSC Valve, Small or Regular, with:

* |ntegral Peritoneal Catheter, Standard,
Open End with Wall Slits, Translucent with
Barium Impregnated Stripe

» Disposable Peritoneal Catheter Passer,
60 cm (not shown)

* Female Luer Adapter and Prefill Tubing
(not shown)

Product Valve Size
96655 Small
96665 Regular

Strata Il Shunt Assembly, with BioGlide
Included with product:

= Strata Il Valve, Small or Regular, with:

* |ntegral Peritoneal Catheter, Standard,
Open End with Wall Slits, Translucent with
Barium Impregnated Stripe

» Disposable Peritoneal Catheter Passer,
60 cm (not shown)

* Female Luer Adapter and Prefill Tubing
(not shown)

Product Valve Size
27818 Small
27819 Regular

|<— 35mm ——
-—Q-m_

slit openings in
catheter wall

mm
i B
il
7.5mm BB
Peritoneal Segment

1L.D: 1.3 mm 2 slit openings
0.D.: 2.5 mm in catheter wall

Length: 120 cm

—

8 slit openings

2 slit openings
located at 180°

located at 90° in catheter wall
in catheter wall prm— [ p—— q——
Peritoneal Segment
1.D.: 1.3 mm 3 numeric length
O.D.:2.5mm rmarkers at 10, 20
Length: 90 cm and 30 cm from

|—— 23 mm —e= distal end
II-I=|_

2 slit openings
8 slit openings located at 180°
located at 90° in catheter wall

in catheter wall === o = T T
Peritoneal Segment IR
1D.: 1.3 mm 3 numeric length
0.D.: 25 mm markers at 10, 20
Length: 90 cm and 30 cm from

distal end

47 mm ———————-

2 slit openings
located at 180°

8 slit openings
located at 90° in catheter wall
in catheter wall — E=—m T = T

Peritoneal Segment

1.D.: 1.3 mm 3 numeric length

0.D:2.5mm markers at 10, 20

Length: 90 cm and 30 cm from
distal end

2 slit openings

8 slit openings located at 180°
located at 90° ’/— in catheter wall
in catheter wall [m— e — r— c———
Peritoneal Segment
ID: 1.3 mm 3 numeric length
0.D.:25mm markers at 10, 20
Length: 80 cm and 30 cm from

distal end
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SHUNTS

Strata ll Unitized Shunt, Small
Included with product:

= Strata || Valve, Small. with

* |ntegral Ventricular Catheter, Standard.

Barium Impregnated

* |ntegral Peritoneal Catheter, Standard,
Barium Impregnated

* Right Angle Clip

* Disposable Quick Release Ventricular
Catheter Introducer (not shown)

= Disposable Peritoneal Catheter Passer,
60 cm (not shown)

Product Ventricular Length
46871 8cm
46876 11cm

Strata ll Unitized Shunt, Small
Included with product:

s Strata |l Valve. Small. with

* |ntegral Ventricular Catheter, Small,
Barium Impregnated

* |ntegral Peritoneal Catheter, Standard.
Barium Impregnated

= Right Angle Clip

= Disposable Quick Release Ventricular
Catheter Introducer (not shown)

= Disposable Subcutaneous Catheter Passer,

60 cm (not shown)

Product

27820

Ventricular Segment
1.D: 1.3 mm
0.D.: 2.5 mm

Length:8cmor11cm

4 rows of & length markers at
EE holes each \ \l cm intervals

ISmm ———-

@ - - - -----FoRsyoRog | ]
I_.- -,,\ I 8 slit openings
1.6 cm located at 90°
in catheter wall
b O Y b O "

Peritoneal Segment
|.D.: 1.3 mm 2 slit openings
O.D.: 2.5 mm located at 1807

Length: 120 cm in catheter wall

AdVHIHL SNTVYHdIO0OUAAH

4 rows of
% holes each

1length marker,
5 ¢m spacing from
proximal end

e

Ventricular Segment |
.D.:1.2 mm

O.D.:: 21mm
Length: 11 cm

‘-l— 35 mm —I-‘

Peritoneal Segment
.D: 1.2 mm

O.D.: 2.1 mm
Length: 90 cm

Dimensions included in this catalog are for reference only.
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SHUNTS

Strata |l Unitized Shunt, Small, with
BioGlide
Included with product:

»  Strata |l Valve. Small. with:

* |ntegral Ventricular Catheter, Standard,

Translucent with Barium Impregnated
Stripe

* |ntegral Peritoneal Catheter, Standard,
Translucent with Barium Impregnated
Stripe

* Right Angle Clip

= Disposable Quick Release Ventricular
Catheter Introducer (not shown)

* Disposable Subcutaneous Catheter Passer.
60 cm (not shown)

* Tuohy-Borst Prefill Adapter (not shown)

Product

27824

Strata Il Unitized Shunt, Regular
Included with product:

= Stratall Valve, Regular, with:

* |ntegral Ventricular Catheter, Standard,

Barium Impregnated

* |ntegral Peritoneal Catheter, Standard.
Barium Impregnated

= Right Angle Clip

* Disposable Quick Release Ventricular
Catheter Introducer (not shown)

= Disposable Subcutaneous Catheter Passer,

60 cm (not shown)

Product
27821

7 length markers, 1 cm
spacing from 4 cm to
10 ¢cm from priximal end ILmm ————— -

i Y O m
‘ | | \ 8 st : 2 slit openings
slit openings o
] P 8 \ \ /7 located at 180

6 cm located at 90° in catheter wall
Ventricular Segment in catheter wall 0 e e T o &0 ¢
.D.: 1.3 mm Peritoneal Segment
0.D:2.5mm L.D: 1.3 mm 3 numeric length markers
Length: 11.5cm OD.: 2.5 mm at 10, 20 and 30 cm from
Length: 90 cm distal end
4 rows of
8 holes each

4 length markers at
3, 4,6 and 7 cm spacing
from distal end

AEDO0C0000EE IR N EER R IR . l'___
Ventricular Segment | |

(Standard)
1D.: 1.2 mm
O.0D.: 2.1mm EEEE TR TR TN TR TR TR -
Length: 13 cm Peritoneal Segment
LD.: 1.3 mm
0OD:25mm
Length: 90 cm
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SHUNTS

Strata Il Unitized Shunt, Regular
Included with product:

= Strata |l Valve, Reqular, with:

* |ntegral Ventricular Catheter, Standard.

Barium Impregnated

* |ntegral Peritoneal Catheter, Standard,
Barium Impregnated

* Right Angle Clip

* Disposable Quick Release Ventricular
Catheter Introducer (not shown)

= Disposable Subcutaneous Catheter Passer,
60 cm (not shown)

Product Ventricular Length
46881 11cm
46886 13cm

Strata ll Unitized Shunt, Reqgular.,

with BioGlide
Included with product:

= Stratall Valve, Reqular, with:

* |ntegral Ventricular Catheter,
Standard, Open End, Translucent with
Barium Impregnated Stripe

* |ntegral Peritoneal Catheter,
Standard, Open End. Translucent with
Barium Impregnated Stripe

* Right Angle Clip

= Disposable Quick Release Ventricular
Catheter Introducer (not shown)

* Disposable Subcutaneous Catheter Passer,

60 cm (not shown)

* Tuohy-Borst Prefill Adapter (not shown]

Product

27825

4 rows of
:B holes each

|

Ventricular Segment
I.D:1.3 mm

OD.:25 mm
Length: 13 cm

& length markers at
1cm intervals

8 slit openings

1.6.cm located at 90*
in catheter wall E—E = TE
Peritoneal Segment
1.D.:1.3 mm 2 slit openings
O.D.: 2.5 mm located at 180°

in catheter wall

Length: 120 cm

AdVHIHL SNTVYHdIO0OUAAH

7 length markers, 1 cm
spacing from 4 cm to
10 ¢cm from praximal end

o = T

2 slit openings
}4—>| 8 slit openings located at 180°
1.6cm located at 90° \ \ y in catheter wall

in catheter wall [r——— —— T — T T 2

Ventricular Segment

lD.: 1.3 mm Peritoneal Segment
OD.: 25 mm ID:1.3mm 3 numeric length markers
Length: 13.5 cm O.D.:2.5mm at 10, 20 and 30 cm from

Length: 90 cm distal end

Dimensions included in this catalog are for reference only.
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